
Shamal-I-N-433 P/N: L01-009
ELECTRICAL DATA MECHANICAL DATA

Frequency range:
Impedance:
V.S.W.R. at 433 MHz::
Max power:
Polarisation:
Radiation:
Gain at 433 MHz:

420-450 MHz
50 Ω
< 2 : 1 *
10 W
Linear 
Omnidirectional
about 0 dBi
(with max 3.5 dBi
* Measured with antenna 
mounted on contrete wall and 
spread out cable.

Dimensions (about):
Connection:
Cable:

Operating temperature:

Weight (about):
Radiating element marerial:
Radome material:
Double-sided adhesive tape:

110x20x3.5 mm
SMA plug (other on request)
RG174 1 m (lother cable length 
on request)
-40° / +75°C (the adhesive tape 
withstands +75° shortly)
0.025 kg
Copper
Heatshrink GPO
3M

Protection against oxydation: The antenna is designed to be able to withstand 
ordinary indoor conditions.
Protection against accidental hits: Thle antenna is designed making sure persons 
are protected from accidental hits against its projecting parts: it has no p edges
RoHS Directive: The antenna complies with the RoHS Directive.

MOUNTING INSTRUCTIONS:
Please mount the antenna on SMA socket 
connection, before applying it please unfold 
the cable as much as possible. and clean the 
surface where the antenna is to be placed.

WARNING:
For a correct installation  please mount the 
antenna so that it is at least 5 cm apart from 
any metallic wall.
The performances depend on the locaton 
where the antenna is to be mounted, it is 
recommended to test the performances before 
applying the antenna in order to place it in the 
best position.
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SHAMAL-I-N-433 P/N: L01-009
V.S.W.R.

(measured on concrete wall)

ANTENNA RADIATION
(performances on concrete wall simulated with CST software)
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